
1.275
ADJUSTMENT

TRAVEL

 57° 

 4X R.25 
 2X = 3.88 

 R1.50  2.77 TSC 

 = 3.75 

 2X 3.31 

 2X .27 

 4X .250 

FINAL LATCH PART NUMBER 
W/ KEY CYL.

ROTATION 
DIRECTION       TRAY FINISH 

MOUNTING 
HOLES OR 
CD STUDS

GC2501XLXBPCD LH BLACK POWDERCOAT  STUDS

GC2501XLXBPMH LH BLACK POWDERCOAT HOLES

GC2501XLXCRCD LH CHROME  STUDS

GC2501XLXCRMH LH CHROME HOLES

GC2501XRXBPCD RH BLACK POWDERCOAT  STUDS

GC2501XRXBPMH RH BLACK POWDERCOAT HOLES

GC2501XRXCRCD RH CHROME  STUDS

GC2501XRXCRMH RH CHROME HOLES

SEE NOTE 3

STUD KIT FOR
3 POINT SOLD 
SEPARATELY

CL

FOR .250
ROD HOLE

Weight
GUARDIAN COMPRESSION LATCH

GC2501XXXXXXX
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2.3 LBS

   DIRECTION
 ROTATION 

    SEE TABLE

LH RH

90

NOTES:

MATERIALS : FORMED SHEET METAL TRAY WITH STEEL, ZINC 1.
                             ALLOY (ZAMAK) AND POLYMER INTERNALS

FINISH :  SEE TABLE2.

FOR 3 POINT OPTION, USE HANSEN STUD KIT P/N PMISC2173.

DIMENSIONS ARE FOR REFERENCE ONLY4.

 5.50 

SC3 
CHROME
HANDLE

RECOMMENDED
    CUTOUT SIZE

4X .56
STUDS

MIN.
.73

 2.20 

10-24 CD STUDS
SEE TABLE 

0.218 HOLES OR 4X 

3 PT OPTION
SEE NOTES

3.88
2X 

 2X 3.31 

 2.99 


